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TYPE S

3 WIRE SINGLE PHASE 120/240 VOLTS

TYPE S

3 WIRE SINGLE PHASE 120/208  WYE VOLTS

THREE PHASE 4 WIRE DELTA

120 / 240 VOLTS

THREE PHASE 4 WIRE WYE

120 / 208 or 277/480 VOLTS
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WIRING DIAGRAM CONNECTIONS

FOR UNDERGROUND

SELF CONTAINED METERS

Ungrounded Conductor with the

Higher Voltage to Ground (Phase

marked C) must be marked

orange (NEC 110.15 & 230.56)

Note: Install conduit

under meter socket on

opposite side of switch

Note: Install conduit

under meter socket on

opposite side of switch

CONDUIT PLACEMENT

Meter socket shall be designed for underground service

(installed and maintained by customer)
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A customer

supplied and

installed teaser

wire is required

from the neutral

lug to a 5th

terminal

mounted on

the left side of

the meter block

between the

line and load

terminals.
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For 480 volt service, see

drawing D9-5.

For 277/480 volt service, 

Customer shall furnish and install 

a Company approved, Company 

lockable, non fused disconnect 

switch on the supply side of the 

meter base and a separate load 

side disconnect with overcurrent 

protection within 2 ft. of the meter.

Company shall control the supply 

side disconnect.  It shall be labeled

"Utility Disconnect" see   1.5 Labels

and Disconnects and it shall be

(PER NEC)

available to Company 24 hours

a day without notice.
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Caution:
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UNDERGROUND SERVICE INSTALLATION

DETAILS & CLEARANCES

UNDERGROUND REQUIREMENTS

FOR PAVED AREAS

Connection

point

UNDERGROUND CLEARANCE

FOR SWIMMING POOL

UNDERGROUND FACILITIES

CLEARANCES

From shrubs, trees, buildings, fences, decks etc.

DO NOT BLOCK ACCESS

TO ELECTRICAL

FACILITIES

Electrical

facilities and

lines can never

be within 5' of a

pool

3' min.

3'

min.

3'

min.

12' min.

(lock side)

3' min.

15"

min.

METER CLEARANCES & LOCATION

15"

min.

Meter

Socket

No  gas

meter,

fences or

anything

else

5' min.

CAUTION:

No gas

meters

within a 3'

radius of

meter

enclosure.

JRH

See note 2

In locations with underground facilities, the Customer shall notify

One Call and shall have One Call locate all underground facilities

before digging.  It shall be the responsibility of the Customer to

stay clear of all underground facilities.

5' min.

SERVICE CABLE IS NOT ALLOWED BELOW A BUILDING.

Minimum Customer Wiring Size - Residence Single Phase **

CONDUIT

100 Amp

320 Amp

200 Amp

SIZE

METER

#6 #42" #2

4/02.5" *

3"

2/0 #4

ALUMINUM

Current carrying & neutral

wire size (per NEC)

COPPER

SIZE

GROUND

WIRE SIZE

500350
#2

Notes:

1.The Customer is responsible for clearing and maintaining all right of way.

2. NEVER build structures under or over existing electrical lines or facilities.

Check with the Company for clearances.

3. Contact Company for clearances prior to pool construction.

4. Connection point shall be pre-approved by the Company.

5. Transformers must meet requirements of drawing D10-1.

6. The Customer shall bear the cost of conduit and its installation.

7. Underground service/conduit should be installed separated by not less 24" of well

tamped earth from other utilities.

8. Conduit color shall be electrical gray or black with red stripes (for continuous

below ground conduit).  Conduits above the ground and transition elbow or conduit

from underground to above ground, shall be schedule 80 PVC or equivalent.

Generally, non-metallic conduit installed totally below grade shall be at least

Schedule 40 PVC or equivalent.  In certain cases, concrete encasement may be

required according to Drawings D8-2 and D8-7.  All conduits, elbows, fittings, etc.

shall be UL approved with an U. L. label.
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